KBP2005 THRU KBP210 el
(3.2 \ 5E0(14.22) 450(11.68)
GLASS PASSIVATED BRIDGE RECTIFIERS >/ f '
REVERSE VOLTAGE- 50 to 1000 Volis 460(11.68)
FORWARD CURRENT- 2.0 Amperes A420(10.67)
FEATURES T L
Surge overload rating -60 amperes peak
.50
Ideal for printed circuit board &40 " mMIN.
Plastic material has Underwriters Laboratory [1ﬁ.25fJII |
flammability classification 94V-0 U
160(4.1)
Mounting position Any T]E[‘] i
Weight: 0.07ounces ,1.95grams -034(0.86) 7T (1.52)
02B(0.76)
MAXIMUM RATINGS REETS) gy s rmmrwner
AND ELECTRICALCHARACTERISTICS A4B(3 7
Rating at 25°C ambient temperature unless otherwise specified.
Resistive or inductive load, 60HZ.
For capacitive load, derate current by 20% Dimensions in inches and (millimeters)
KBP KBP KBP KBP KBP KBP KBP
CHARACTERISTICS SYMBOL| o | Sos el -] vl vl 10 UNIT
||.'la:u' mum Recurrent Peak Reverse Valtage \RRA 50 100 200 400 500 Boo 1000 v
|Maxi mum RMS Bridge Input Vollage VRMS 35 70 140 280 420 560 700 W
||.'la:u' mum DC Blocking Vollage Voo 50 100 200 400 600 Boo 1000 v
Maxi.mum Avarage Forward L) 20 a
Ractified Output Current @T.FE[I C
|Peak Farward Surge Current ,
&.3ms Single Half Sina-Wave IF2m 60 A
Super Imposed on Rated Load
|Maximum Forward Voltage Drop VE 11 Vv
Per Bridge Elament at 2.0A Peak
|Mlaxi mum. Reversa Current at Rated " 10.0 A
DC Blocking Voltage Per Elamant
|Maxi mum. Revearsa Currant at Rated . " 10 _
DC Blocking Voltage Per Elamant @TﬁﬂD{IT_
Oparating Temperature RangeT. T4 -55 to +150
Storage Temperature Range Ta TaTG -55 to +150




