
P-cap ET-OF 7” to 19,5” Series

Element Touch P-cap 10point multi-touch project capacitive 

open frame touch monitor; cost-effective touch solution which 

is designed for kiosk, ATM, Gaming, Interactive digital, 

Industrial, Education, Transportation etc., is easily connected 

and integrated by user.

Economy choice, Reliable quality, Easy operation, Widely 

application Super cosmetic, slim housing.



Combinations of features indicate that
Element Touch touch monitor is the best choice for you

Size (Inch) 7 10,1 10,4 12,1 13,3 14 15

Model ET-OF0702 ET-OF1012 ET-OF1062 ET-OF1262 ET-OF1362 ET-OF1462 ET-OF1542

Rate 16:9 16:10 16:9 16:9 16:9 16:9 16:9

Resolution 1024 x 600 1280 x 800 800 x 600 1024 x 768 1920 x 1080 1920 x 1080 1024 x 768

Usefull Screen Area 154.1 x 92mm 135.6 x 217mm 158.4 x 211.2mm 187 x 248.6mm 166.6 x 295mm 176 x 311m 229 x 305mm

Brightness 250cd/m2 250cd/m2 250cd/m2 250cd/m2 250cd/m2 400cd/m2 300cd/m2

Contrast 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1

View Angel 85/85/85/85 89/89/89/89 70/70/60/70 80/80/80/80 85/85/85/85 85/85/85/85 80/80/70/70

Respons Time 14ms 1,5/3,5(Typ.)(Tr/Td)ms 14ms(Typ). 5ms 5ms 5ms 5ms/7ms

Video Input Format VGA+DVI, HDMI Option

Video Signal Connector VGA+DVI, HDMI Option

Display Active Matrix TFT LCD

Color Depth 16,7 Million colors

On Screen Display (OSD) Controls(back):On/Off, Menu, Left, Right, Auto

Backlight Lamp Life 50000hrs

Case/Bezel Color Steel/Black

Touch Type PCAP(Project Capasitive) Multitouch Technology

Touch Point Standart 10point, Max 40point (option)

Protect Level IP65+UL60950

Touch Port Interface USB interface or RS232 Serial

Touch Cover Glass 3mm Physical Tempered Anti-vandal Glass (AR, AG option), Suitable for outdoor application

Support OS HID-Mode: Windows 7/8/10, Linux, Android, MAC ets.

Mounting Option VESA Mount 75x75 and 100x100, Four side bracked option

Power Supply External Adapter: 100-240VAC, 50-60Hz

Temperature Range Operating: 0°C to 50°C; Storage: -20°C to 60°C

Humidity Range(no cond.) Operating: 20%-80%; Storage: 10%-90%

Warranty 1 year

Agency Appruvals CCC, FCC, CE, RoHS



Size(Inch) 15.6 17 17.3 18.5 19 19W 19.5

Model ET-OF1562 ET-OF1742 ET-OF1662 ET-OF1862 ET-OF1942 ET-OF1962 ET-OF1952

Rate 16:9 4:3 16:9 16:9 5:4 16:10 16:9

Resolution 1920 x 1080 1280 x 1024 1920 x 1080 1366 x 768 1280 x 1024 1440 x 900 1920 x 1080

Usefull Screen Area 343.7 x 193mm 338.9 x 277.5mm 216 x 383.1mm 410.8 x 231.4mm 302.3 x 377.9mm 409.5 x 257.4 436.5 x 240mm

Brightness 250cd/m2 250cd/m2 300cd/m2 250cd/m2 250cd/m2 250cd/m2 250cd/m2

Contrast 800:1 1000:1 700:1 1000:1 1000:1 1000:1 1000:1

View Angel 85/85/85/85 85/85/80/80 89/89/89/89 85/85/80/80 80/80/80/80 85/85/80/80 89/89/89/89

Respons Time 5ms 5ms 5ms 5ms 5ms 5ms 5ms

Video Input Format VGA+DVI, HDMI Option

Video Signal Connector VGA+DVI, HDMI Option

Display Active Matrix TFT LCD

Color Depth 16,7 Million colors

On Screen Display (OSD) Controls(back):On/Off, Menu, Left, Right, Auto

Backlight Lamp Life 50000hrs

Case/Bezel Color Steel/Black

Touch Type PCAP(Project Capasitive) Multitouch Technology

Touch Point Standart 10point, Max 40point (option)

Protect Level IP65+UL60950

Touch Port Interface USB interface or RS232 Serial

Touch Cover Glass 3mm Physical Tempered Anti-vandal Glass (AR, AG option), Suitable for outdoor application

Support OS HID-Mode: Windows 7/8/10, Linux, Android, MAC ets.

Mounting Option VESA Mount 75x75 and 100x100, Four side bracked option

Power Supply External Adapter: 100-240VAC, 50-60Hz

Temperature Range Operating: 0°C to 50°C; Storage: -20°C to 60°C

Humidity Range(no cond.) Operating: 20%-80%; Storage: 10%-90%

Warranty 1 year

Agency Appruvals CCC, FCC, CE, RoHS

Combinations of features indicate that
Element Touch touch monitor is the best choice for you



P-cap ET-OF 21,5” to 27” Series

Element Touch FHD Project Capacitive Open Frame 

Touch Monitor. Aluminum alloy front bezel, inside 

PCAP touch meet IP65 waterproof, Highlight 

display with anti-vandal tempered cover glass 

meet U160950, anti-glare cover film, suitable for 

outdoor application, which is designed for Kiosk, 

Interactive digital signage, ATM, Gaming, Casino, 

Industrial, Education etc., is easily connected and 

integrated by user.



Size (Inch) 21,5 22 23 23,8 23,8 24 27

Model ET-OF2162 ET-OF2262 ET-OF2322 ET-OF2382 ET-OF238F ET-OF2462 ET-OF2762

Rate 16:9 16:10 16:9 16:9 16:9 16:9 16:9

Resolution 1920 x 1080 1680 x 1080 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080 1024 x 768

Usefull Screen Area 476 x 267.5 475.8 x 298.2 511.2 x 288.4 529 x 298.5 529 x 298.5 533.7 x 300.7 597.6 x 336.3

Brightness 250cd/m2 250cd/m2 250cd/m2 250cd/m2 250cd/m2 400cd/m2 300cd/m2

Contrast 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1 1000:1

View Angel 89/89/89/89 85/85/80/80 89/89/89/89 89/89/89/89 89/89/89/89 89/89/89/89 89/89/89/89

Respons Time 14ms 1,5/3,5(Typ.)(Tr/Td)ms 14ms(Typ). 5ms 5ms 5ms 5ms/7ms

Video Input Format VGA+DVI, HDMI Option

Video Signal Connector VGA+DVI, HDMI Option

Display Active Matrix TFT LCD

Color Depth 16,7 Million colors

On Screen Display (OSD) Controls(back):On/Off, Menu, Left, Right, Auto

Backlight Lamp Life 50000hrs

Case/Bezel Color Steel/Black

Touch Type PCAP(Project Capasitive) Multitouch Technology

Touch Point Standart 10point, Max 40point (option)

Protect Level IP65+UL60950

Touch Port Interface USB interface or RS232 Serial

Touch Cover Glass 3mm Physical Tempered Anti-vandal Glass (AR, AG option), Suitable for outdoor application

Support OS HID-Mode: Windows 7/8/10, Linux, Android, MAC ets.

Mounting Option VESA Mount 75x75 and 100x100, Four side bracked option

Power Supply External Adapter: 100-240VAC, 50-60Hz

Temperature Range Operating: 0°C to 50°C; Storage: -20°C to 60°C

Humidity Range(no cond.) Operating: 20%-80%; Storage: 10%-90%

Warranty 1 year

Agency Appruvals CCC, FCC, CE, RoHS

Combinations of features indicate that
Element Touch touch monitor is the best choice for you



P-cap ET-OF 32” to 65” Series

Element Touch FHD Project Capacitive Open Frame 

Touch Monitor. Aluminum alloy front bezel, inside 

PCAP touch meet IP65 waterproof, Highlight 

display with anti-vandal tempered cover glass 

meet U160950, anti-glare cover film, suitable for 

outdoor application, which is designed for Kiosk, 

Interactive digital signage, ATM, Gaming, Casino, 

Industrial, Education etc., is easily connected and 

integrated by user.



Size (Inch) 21,5 22 23 23,8 23,8

Model ET-OF2162 ET-OF2262 ET-OF2322 ET-OF2382 ET-OF238F

Rate 16:9 16:10 16:9 16:9 16:9

Resolution 1920 x 1080 1680 x 1080 1920 x 1080 1920 x 1080 1920 x 1080

Usefull Screen Area 476 x 267.5 475.8 x 298.2 511.2 x 288.4 529 x 298.5 529 x 298.5

Brightness 250cd/m2 250cd/m2 250cd/m2 250cd/m2 250cd/m2

Contrast 1000:1 1000:1 1000:1 1000:1 1000:1

View Angel 89/89/89/89 85/85/80/80 89/89/89/89 89/89/89/89 89/89/89/89

Respons Time 14ms 1,5/3,5(Typ.)(Tr/Td)ms 14ms(Typ). 5ms 5ms

Video Input Format VGA+DVI, HDMI Option

Video Signal Connector VGA+DVI, HDMI Option

Display Active Matrix TFT LCD

Color Depth 16,7 Million colors

On Screen Display (OSD) Controls(back):On/Off, Menu, Left, Right, Auto

Backlight Lamp Life 50000hrs

Case/Bezel Color Steel/Black

Touch Type PCAP(Project Capasitive) Multitouch Technology

Touch Point Standart 10point, Max 40point (option)

Protect Level IP65+UL60950

Touch Port Interface USB interface or RS232 Serial

Touch Cover Glass 3mm Physical Tempered Anti-vandal Glass (AR, AG option), Suitable for outdoor application

Support OS HID-Mode: Windows 7/8/10, Linux, Android, MAC ets.

Mounting Option VESA Mount 75x75 and 100x100, Four side bracked option

Power Supply External Adapter: 100-240VAC, 50-60Hz

Temperature Range Operating: 0°C to 50°C; Storage: -20°C to 60°C

Humidity Range(no cond.) Operating: 20%-80%; Storage: 10%-90%

Warranty 1 year

Agency Appruvals CCC, FCC, CE, RoHS

Combinations of features indicate that
Element Touch touch monitor is the best choice for you



Size Rate Model Touch Type Protect Level Resolution Brightness Contrast View Angel Video Input Useful Area Monitor Dimensions

7 16:10 ET-OF0702 PCAP IP65+UL60950 1024x600 400 800:1 85/85/85/85 HDMI 154.1 x 92 196.5 x 133.5 x 38.5

10.1 16:10 ET-OF1012 PCAP IP65+UL60950 1280x800 400 900:1 89/89/89/89 VGA+DVI 135.6 x 217 259.8 x 182.5 x 38.5

10.4 4:3 ET-OF1062 PCAP IP65+UL60950 800x600 400 400:1 70/70/60/70 VGA+DVI 158.4 x 211.2 264 x 204 x 40

12.1 4:3 ET-OF1262 PCAP IP65+UL60950 1024x768 300 700:1 80/80/80/80 VGA+DVI 187 x 248.6 302.5 x 242 x 40

13.3 16:9 ET-OF1362 PCAP IP65+UL60950 1920x1080 300 800:1 85/85/85/85 VGA+DVI+HDMI 166.6 x 295 334.5 x 206.1 x 41.5

14 16:9 ET-OF1462 PCAP IP65+UL60950 1920x1080 300 800:1 85/85/85/85 VGA+DVI+HDMI 176 x 311 350.5 x 215.5 x 45.5

15 4:3 ET-OF1542 PCAP IP65+UL60950 1024x768 450 700:1 80/80/70/70 VGA+DVI+HDMI 229 x 305 353.5 x 278.5 x 45.5

15.6 16:9 ET-OF1562 PCAP IP65+UL60950 1920x1080 400 800:1 85/85/85/85 VGA+DVI+HDMI 193 x 343.7 399.7 x 247 x 40 

17 5:4 ET-OF1742 PCAP IP65+UL60950 1280x1024 250 1000:1 85/85/80/80 VGA+DVI+HDMI 338.9 x 277.5 392.2 x 327.5 x 40

17.3 16:9 ET-OF1662 PCAP IP65+UL60950 1920x1080 300 700:1 89/89/89/89 VGA+DVI+HDMI 216 x 383.3 439.1 x 270 x 40 

18.5 16:9 ET-OF1862 PCAP IP65+UL60950 1366x768 250 1000:1 85/85/80/80 VGA+DVI+HDMI 410.8 x 231.4 454 x 277 x 38.5

19 5:4 ET-OF1942 PCAP IP65+UL60950 1280x1024 250 1000:1 80/80/80/80 VGA+DVI+HDMI 302.3 x 377.9 420.1 x 348.1 x 45.5

19W 16:10 ET-OF1962 PCAP IP65+UL60950 1440x900 250 1000:1 85/85/80/80 VGA+DVI+HDMI 409.5 x 257.4 406.1 x 306.1 x 45.5

19.5 16:9 ET-OF1952 PCAP IP65+UL60950 1920x1080 250 1000:1 89/89/89/89 VGA+DVI+HDMI 436.5 x 240 478.7 x 285.8 x 45.5

21.5 16:9 ET-OF2162 PCAP IP65+UL60950 1920x1080 250 1000:1 89/89/89/89 VGA+DVI+HDMI 476 x 267.5 517.5 x 313 x 53.5

22 16:10 ET-OF2262 PCAP IP65+UL60950 1680x1015 250 1000:1 85/85/80/80 VGA+DVI+HDMI 475.8 x 298.2 524 x 349.5 x 40

23 16:9 ET-OF2322 PCAP IP65+UL60950 1920x1080 250 1000:1 89/89/89/89 VGA+DVI+HDMI 511.2 x 288.4 556 x 368 x 45.5

23.8 16:9 ET-OF2382 PCAP IP65+UL60950 1920x1080 250 1000:1 89/89/89/89 VGA+DVI+HDMI 529 x 298.5 574.2 x 346.1 x 44.9

23.8 16:9 ET-OF238F PCAP IP65+UL60950 1920x1080 250 1000:1 89/89/89/89 VGA+DVI+HDMI 529 x 298.5 568.7 x 368.6 x 45.5

24 16:9 ET-OF2462 PCAP IP65+UL60950 1920x1080 400 100:1 89/89/89/89 VGA+DVI+HDMI 533.7 x 300.7 598 x 359.7 x 53.5

27 16:9 ET-OF2762 PCAP IP65+UL60950 1920x1080 300 3000:1 89/89/89/89 VGA+DVI+HDMI 597.6 x 336.3 656 x 393 x 53.5

32 16:9 ET-OF3262 PCAP IP65+UL60950 1920x1080 400 2000:1 89/89/89/89 VGA+DVI+HDMI 702 x 397 772 x 467 x 67

43 16:9 ET-OF4362 PCAP IP65+UL60950 1920x1080 400 2000:1 89/89/89/89 VGA+DVI+HDMI 944.5 x 533 1014.5 x 603 x 67

49 16:9 ET-OF4962 PCAP IP65+UL60950 1920x1080 400 2000:1 89/89/89/89 VGA+DVI+HDMI 1075 x 605 1147.1 x 677.6 x 67

55 16:9 ET-OF5562 PCAP IP65+UL60950 3840x2160 500 4000:1 89/89/89/89 VGA+DVI+HDMI 1210 x 681 1284.2 x 755.1 x 67

65 16:9 ET-OF6562 PCAP IP65+UL60950 3840x2160 400 3000:1 89/89/89/89 VGA+DVI+HDMI 1430 x 805 1506.5 x 881.5 x 83
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